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COMMERCIAL AIR CIRCULATOR

MORE PRODUCTS

NON-OSCILLATING FAN HEAD

• Two Speeds
• Air Flow CFM: 8200/6200
• Motor HP: 1/3
• Fan Diameter: 30"

• Mount Type: Non-Oscillating Pedestal-Mount
Sku: 795712

Workstation Fan Dock Lights Ceiling Fans Belt Drive Blower

These quality fans include an enclosed permanently lubricated, PSC-type ball bearing single-
phase motor for long life and optimum performance. 3 quiet aluminum blades are enclosed in
double locking steel wire guards for safety. Pivot-action fan head allows vertical tilt angle
adjustments. Meets OSHA standards, UL listed. Replace or upgrade fan heads with industrial
quality air circulator heads. Includes 12'L SJT type, 3-conductor power cord. 120V. Horsepower
rating based upon maximum speed/load. 

PEDESTAL FAN MOUNT

• 52–82"H Adjustable Center Height
• 27" Dia. Steel Base
Sku: 795965
Combine with Replacement Fan Heads to create your own fans or replaces old, worn out or broken
fan mounts. Made with durable steel. Allows easily installation to non-oscillating fan heads.
Pedestal Mounts allow installation of oscillating fan heads. Cannot install mount to fans with
Yellow Powder Coat Finish. UL listed. 
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